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June 28, 2025
Dear Client Name,

RE: Report No. 1027, v.2
Inspection Address

City, NJ

Zip

Thank you for choosing USTA Home and Building Inspections. We hope that your experience with us has been
enlightening, enjoyable, and informative.

We have completed your inspection in accordance with the guidelines established by the State of New Jersey N.J.A.C.
13:40-15.16, in the accessible/visible areas of the home. The report itself is copyrighted for the exclusive use of our
client. No use by third parties is intended. We will not be responsible to any parties for the contents of the report, other
than the party named herein .

The report effectively serves as a snapshot of the building, recording its conditions at at the time of inspection and does
not represent the condition or conditions of the home or its components before or any time after the inspection. All ratings
in this report refer to the property or item listed as inspected. Any pictures used in this report were for the purpose of
providing examples of problems, and do not necessarily indicate the whole problem or all of the problems. Further
investigation of every item in this report by a qualified professional is recommended. We also strive to provide ballpark
costs for each recommendation. While these costs are generally reliable, they may vary due to unforeseen conditions,
preference of material, preference of contractor and many other factors, always obtain estimates from more than one
professional for actual cost estimates and approach.

No home is perfect and owning a home requires routine maintenance. Click the 'REFERENCE' tab in the report for
complete home maintenance and reference guides, exclusively available for my clients through our software providers.

Be sure to obtain the seller's disclosure statement from your realtor and/or seller, as this information may have concerns
that may not be visible/accessible at the time of the home inspection.

Any reference to improvements should be completed by licensed and qualified professionals.

If you have any questions or concerns regarding the contents of this report, please don't hesitate to call our office.

Sincerely,

Cihat Jeff Kansay
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SUMMARY ROOFING EXTERIOR STRUCTURE HEATING COOLING INSULATION PLUMBING INTERIOR

SITE INFO SEWER SCOP REFERENCE

This Summary outlines potentially significant issues from a cost or safety standpoint. This section is provided as a
courtesy and cannot be considered a substitute for reading the entire report. Please read the complete document.

Priority Maintenance Items

Roofing

ROOF COVERING \ Rating
Condition: « Defective. Not performing its function or its condition, is not appropriate for its age or use and will require

repairs or replacement.

Exterior

ROOF DRAINAGE \ Rating
Condition: « Marginal. Performing some or all of its functions but not as intended and/or its condition is not appropriate for

its age and use. Requires repair or maintenance to become functional or fully functional. Cost estimates may be required
by a qualified specialist and is at the discretion of the client if estimates will be obtained.

WALLS \ Rating
Condition: « Marginal. Performing some or all of its functions but not as intended and/or its condition is not appropriate for

its age and use. Requires repair or maintenance to become functional or fully functional. Cost estimates may be required
by a qualified specialist and is at the discretion of the client if estimates will be obtained.

WINDOWS - EXTERIOR VIEW \ Rating
Condition: « Marginal. Performing some or all of its functions but not as intended and/or its condition is not appropriate for

its age and use. Requires repair or maintenance to become functional or fully functional. Cost estimates may be required
by a qualified specialist and is at the discretion of the client if estimates will be obtained.

DOORS - EXTERIOR \ Rating
Condition: « Marginal. Performing some or all of its functions but not as intended and/or its condition is not appropriate for

its age and use. Requires repair or maintenance to become functional or fully functional. Cost estimates may be required
by a qualified specialist and is at the discretion of the client if estimates will be obtained.

PORCHES, DECKS, STAIRS, PATIOS AND BALCONIES \ Rating
Condition: « Marginal. Performing some or all of its functions but not as intended and/or its condition is not appropriate for

its age and use. Requires repair or maintenance to become functional or fully functional. Cost estimates may be required
by a qualified specialist and is at the discretion of the client if estimates will be obtained.

Structure

STRUCTURE \ Rating
Condition: « Marginal. Performing some or all of its functions but not as intended and/or its condition is not appropriate for

its age and use. Requires repair or maintenance to become functional or fully functional. Cost estimates may be required
by a qualified specialist and is at the discretion of the client if estimates will be obtained.
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SUMMARY ROOFING EXTERIOR STRUCTURE HEATING COOLING INSULATION PLUMBING INTERIOR

SITE INFO SEWER SCOP REFERENCE

Electrical

ELECTRICAL SYSTEM \ Rating
Condition: - Defective. Not performing its function or its condition, is not appropriate for its age or use and will require
repairs or replacement.

Heating

STEAM BOILER \ Rating
Condition: « Lacks maintenance. Functional, but is in need of hormal maintenance and upkeep.

Cooling & Heat Pump

AIR CONDITIONING \ Rating
Condition: « Not tested

Insulation and Ventilation

INSULATION \ Rating
Condition: « No insulation recommendations are offered as a result of this inspection.

Plumbing

PLUMBING SYSTEM \ Rating
Condition: - Defective. Not performing its function or its condition, is not appropriate for its age or use and will require
repairs or replacement.

Interior

CEILINGS AND WALLS \ Rating
Condition: - Defective. Not performing its function or its condition, is not appropriate for its age or use and will require
repairs or replacement.

STAIRS \ Rating
Condition: - Defective. Not performing its function or its condition, is not appropriate for its age or use and will require
repairs or replacement.

BASEMENT \ Wet basement - evidence

Condition: « Dampness on floor or walls

Improve exterior drainage conditions for a dryer foundation. Take waterproofing action as necessary for longevity.
Implication(s): Chance of water damage to structure, finishes and contents | Material deterioration

Location: Various Basement
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SUMMARY ROOFING EXTERIOR STRUCTURE HEATING COOLING INSULATION PLUMBING INTERIOR

SITE INFO SEWER SCOP WDI REFERENCE

Task: Improve
Time: Prior to inspection objection deadline
Cost: Obtain an estimate from a qualified professional

Tanks

RECOMMENDATIONS \ General

Condition: « There appears to be an underground oil tank on the property. Enough evidence to point to the fact that either
the tank was abandoned in place or is still in commission. The best thing to do is an OPRA request to check with
municipal records if a tank was ever approved for "abandon in place". If no records then tank is still in commission and
should be removed prior to closing on the property.

This concludes the Summary section.

The remainder of the report describes each of the home's systems and also details any recommendations we have for
improvements. Limitations that restricted our inspection are included as well.

The suggested time frames for completing recommendations are based on the limited information available during a
pre-purchase home inspection. These may have to be adjusted based on the findings of specialists.

Home Improvement - ballpark costs
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Description

The home is considered to face: « East

Roofing material:

» Asphalt shingles
On lower levels and patch/repair areas.

« Roll roofing
On flat roof sections in rear.

« Slate shingles
Majority of roof covering. Appeared to be a weathered grey or weathered green slate tile.

Flashing material: « Aluminum « Copper

Probability of leakage:
« High
ACTIVE LEAKS

Roof Shape: « Sloped and Flat

Observations and Recommendations

RECOMMENDATIONS \ General

1. Condition: « The roof is in a state of determining value and longevity of repairs vs replacement. Either way costs can
range up to $30 a sq foot based on material and complexity. That's just the roof covering. The amount of leaks observed
on interior walls and ceilings indicate some level of water damage to the sheathing in those areas as well. The roof
should be further evaluated by a slate roof specialist to determine repair/replacement cost.

ROOF COVERING \ Rating
2. Condition: « Defective. Not performing its function or its condition, is not appropriate for its age or use and will require

repairs or replacement.

ROOF COVERING \ Slate

3. Condition: « Leak

Implication(s): Chance of water damage to structure, finishes and contents
Location: Throughout

4. Condition: « Aging
Location: Throughout

5. Condition: « Missing, loose or broken pieces

Implication(s): Chance of water damage to structure, finishes and contents | Damage or physical injury due to falling
materials

Location: Throughout Roof

Task: Repair or replace

Time: Prior to inspection objection deadline

Cost: Major; Obtain an estimate from a qualified professional
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Slate repair methods-
using a slate hook

SITE INFO SEWER SCOP TANKS REFERENCE

@D

remove
broken slate

nail slate hook into
sheathing between two ;
slates so that hook is i
level with bottom edge .

of the new slate

slide new slate underneath
two overlying slates and
larged seat on slate hook

USTAHBI

Missing, loose or broken pieces

6. Condition: « Delaminating
Although some of the delaminating tiles still have some life left, its nearly 25%-%50 on some sections.
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SITE INFO SEWER SCOP TANKS REFERENCE

Implication(s): Chance of water damage to structure, finishes and contents
Location: Throughout Roof

Task: Repair or Replace

Time: Prior to inspection objection deadline

Cost: Major; Obtain an estimate from a qualified professional

s s —

Delaminating Delaminating

7. Condition: « Tarred

Implication(s): Chance of water damage to structure, finishes and contents
Location: Various

Task: Repair or Replace

Time: Prior to inspection objection deadline

Cost: Major; Obtain an estimate from a qualified professional

8. Condition: « Patched

Implication(s): Chance of water damage to structure, finishes and contents
Location: Left Side of Roof (when looking at if from the front)

Task: Repair or replace

Time: Prior to inspection objection deadline

Cost: Major; Obtain an estimate from a qualified professional
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Report No. 1027, v.2
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PLUMBING INTERIOR

Patched roofing

unpainted/
unrusty portions
of flashing

*

asphalt-based
patching products

ps_.mHal
Patched

SLOPED ROOF FLASHINGS \ Rating

9. Condition: « Defective. Not performing its function or its condition, is not appropriate for its age or use and will require

repairs or replacement.

SLOPED ROOF FLASHINGS \ Valley flashings

10. Condition: « Excessive Tar observed. Tar dries out and shrinks as quick as the seasons change and is considered

temporary. At this point the valley should be re-flashed for optimal waterproofing and longevity.
Implication(s): Chance of water damage to structure, finishes and contents

Location: At roof valleys

Task: Replace

Cost: Obtain an estimate from a qualified professional

Experience You Can Trust | Service Beyond The Standard
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SITE INFO SEWER SCOP TANKS REFERENCE

USTAHBI

i PR
Excessive Tar observed. Tar dries out and...

xv

Excessive Tar observed. Tar dries out and...

SLOPED ROOF FLASHINGS \ Chimney flashings

11. Condition: « Excessive Tar observed. Tar dries out and shrinks as quick as the seasons change and is considered

temporary. At this point the chimney should be re-flashed for optimal waterproofing and longevity. The illustration below
shows what proper chimney flashing looks like.

Implication(s): Chance of water damage to structure, finishes and contents
Location: Both Chimneys exterior

Chimney flashings -
side flashing detail

counter flashing -
embed top at least

1" into chimney
mortar and provide
minimum 3" lap over
step flashing

step or base
flashings  typically 9"

Experience You Can Trust | Service Beyond The Standard Page 8 of 83
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SITE INFO SEWER SCOP TANKS REFERENCE

[

USTAHBI

Excessive Tar observed. Tar dries out and...

SLOPED ROOF FLASHINGS \ Pipe/stack flashings
12. Condition: « Excessive Tar observed. Tar dries out and shrinks as quick as the seasons change and is considered
temporary. At this point the pipe should be re-flashed for optimal waterproofing and longevity. The illustration below
shows what proper chimney flashing looks like.
Location: Throughout Roof

Task: Repair or replace

Time: Prior to inspection objection deadline

Cost: Obtain an estimate from a qualified professional

FLAT ROOFING \ Roll roofin

13. Condition: « Leak
Implication(s): Chance of water damage to structure, finishes and contents

14. Condition: « Ponding

The substrate of the roof needs to re-pitched and improved to drain water towards gutters.
Implication(s): Chance of water damage to structure, finishes and contents

Location: Back Side of Building Roof

Task: Replace

Time: Prior to inspection objection deadline

Cost: Obtain an estimate from a qualified professional for further evaluation and cost for replacement

Experience You Can Trust | Service Beyond The Standard Page 9 of 83
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SITE INFO SEWER SCOP TANKS REFERENCE

Ponding on flat roofs

any roof that still has water on it after
48 hours is defined as a ponding roof

a dry roof may show signs of ponding -
dirty circles on the roof or
algae/vegetation growth

sagging roof joists can
render perimeter drains
ineffective by allowing
water to pond in the
middle of the roof

ponding

Inspection Methods and Limitations

Inspection performed: « With binoculars from the ground

o
Ponding

Experience You Can Trust | Service Beyond The Standard
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SITE INFO SEWER SCOP TANKS REFERENCE

Description

Gutter & downspout material: « Aluminum
Gutter & downspout type: « Eave mounted

Downspout discharge: « Below grade - Above grade

Lot slope: « Away from building
Wall surfaces and trim:

« Vinyl siding

On front parapet

» Metal siding
« Brick

Retaining wall: « Masonry
Driveway: « Concrete

Exterior steps: « Concrete

Observations and Recommendations

RECOMMENDATIONS \ General
15. Condition: « The siding is in a state that is salvageable with repairs and maintenance.

ROOF DRAINAGE \ Rating

16. Condition: « Marginal. Performing some or all of its functions but not as intended and/or its condition is not
appropriate for its age and use. Requires repair or maintenance to become functional or fully functional. Cost estimates
may be required by a qualified specialist and is at the discretion of the client if estimates will be obtained.

ROOF DRAINAGE \ Gutters

17. Condition: « Missing

Implication(s): Chance of water damage to structure, finishes and contents
Location: Various

Task: Provide

Time: As soon as possible

Cost: Obtain an estimate from a qualified professional

Experience You Can Trust | Service Beyond The Standard Page 11 of 83
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SITE INFO SEWER SCOP TANKS REFERENCE

Gutter and downspout installation

/ -
/ T
.-)/
-

secure gutters —A"'“

every 2 to 3 feet

USTAHBI

Missing Missing
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ROOF DRAINAGE \ Downspouts
18. Condition: « Connections loose

Implication(s): Leakage | Chance of water damage to structure, contents, finishes
Location: Back Side of Building

Task: Correct

Time: As soon as possible

Cost: Minor

Connections loose

19. Condition: « Discharge onto roofs

Implication(s): Chance of water damage to structure, finishes and contents
Location: Left Side of Building (when looking at if from the front)

Task: Improve

Time: As soon as possible

Cost: Minor

Downspout running across roof

installing a downspout (from the secondary roof to the
main gutter helowrhelps prevent localized roof wear

b

/
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- '_,-'l

i
g
L

F ]
~

A
— ]
= -
?
]

-
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SUMMARY ROOFING EXTERIOR STRUCTURE = ELECTRICAL HEATING COOLING INSULATION PLUMBING INTERIOR

SITE INFO SEWER SCOP WDI TANKS REFERENCE

USTAHBI. aF-
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Discharge onto roofs

20. Condition: « Discharge too close to building

Implication(s): Chance of water damage to structure, finishes and contents
Location: Throughout

Task: Correct

Time: As soon as possible

Cost: Minor

Downspout extension too short

- wall framing

410 6 feet
from house &

- bz E ,
______ PO ° |~ foundation
J Vs "
Nl e * .

water collects next

to foundation wall
and penetrates

into the basement

basement

Experience You Can Trust | Service Beyond The Standard Page 14 of 83



https://www.ustahomepro.com

EXTERIOR Report No. 1027, v.2

Inspection Address, City, NJ  April 13, 2025 https://www.ustahomepro.com

SUMMARY ROOFING EXTERIOR STRUCTURE | ELECTRICAL HEATING COOLING INSULATION PLUMBING INTERIOR

SITE INFO SEWER SCOP TANKS REFERENCE

S

Discharge too close to building

WALLS\ Rating
21. Condition: « Marginal. Performing some or all of its functions but not as intended and/or its condition is not

appropriate for its age and use. Requires repair or maintenance to become functional or fully functional. Cost estimates
may be required by a qualified specialist and is at the discretion of the client if estimates will be obtained.

WALLS \ Soffits (underside of eaves) and fascia (front edge of eaves
22. Condition: « Rot

Implication(s): Weakened structure

Location: Throughout Exterior Wall

Task: Repair or replace

Time: As soon as possible

Cost: Obtain an estimate from a qualified professional

WALLS \ Metal siding
23. Condition: « Damage

Implication(s): Chance of water damage to structure, finishes and contents
Location: Various areas

Task: Repair

Time: As soon as possible

Cost: Obtain an estimate from a qualified professional
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SUMMARY ROOFING EXTERIOR STRUCTURE | ELECTRICAL HEATING COOLING INSULATION PLUMBING INTERIOR

SITE INFO SEWER SCOP TANKS REFERENCE

24. Condition: « Loose or missing pieces
Implication(s): Chance of water damage to structure, finishes and contents
Location: Various areas

Task: Repair

Time: As soon as possible

Cost: Obtain an estimate from a qualified professional

| TUsTAHBI -

s
Loose or missing pieces

25. Condition: « Metal siding not grounded

Grounding wire not observed, Verify or Provide grounding for aluminum sidiing.

Implication(s): Increased risk of electrical shock if one were to come into contact with it in situations where a stray
electrical current could be present, like a lightning strike or if a power line comes into contact with the siding.

WALLS \ Masonry (brick, stone) and concrete
26. Condition: « Cracked

Implication(s): Chance of water entering building | Weakened structure | Chance of movement
Location: Front Side of Building

Task: Improve

Time: As soon as possible

Cost: Obtain an estimate from a qualified professional
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SUMMARY ROOFING EXTERIOR STRUCTURE | ELECTRICAL HEATING COOLING INSULATION PLUMBING INTERIOR

Cracked Cracked

27. Condition: « Efflorescence

Implication(s): Chance of damage to finishes | Material deterioration
Location: Various areas of brick walls

Task: Improve

Time: As soon as possible

Cost: Depends on work needed

Efflorescence

WINDOWS - EXTERIOR VIEW \ Rating

28. Condition: « Marginal. Performing some or all of its functions but not as intended and/or its condition is not
appropriate for its age and use. Requires repair or maintenance to become functional or fully functional. Cost estimates
may be required by a qualified specialist and is at the discretion of the client if estimates will be obtained.

DOORS - EXTERIOR \ Rating

29. Condition: « Marginal. Performing some or all of its functions but not as intended and/or its condition is not
appropriate for its age and use. Requires repair or maintenance to become functional or fully functional. Cost estimates
may be required by a qualified specialist and is at the discretion of the client if estimates will be obtained.

WINDOWS - EXTERIOR VIEW \ Glass (glazing)
30. Condition: « Cracked

Location: Back Side of Building

Experience You Can Trust | Service Beyond The Standard Page 17 of 83
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SITE INFO SEWER SCOP WDI TANKS REFERENCE

Report No. 1027, v.2

https://www.ustahomepro.com

PLUMBING INTERIOR

Task: Replace
Time: As soon as possible
Cost: Obtain an estimate from a qualified professional

USTAHBI

Cracked

31. Condition: « Excess condensation

Implication(s): Chance of damage to finishes and structure
Location: Back Side of Building

Task: Replace

Time: As soon as possible

Cost: Obtain an estimate from a qualified professional

Excess condensation

WINDOWS - EXTERIOR VIEW \ Frames

32. Condition: « Rot

Implication(s): Material deterioration

Location: Right Side of Building Second Floor

Task: Replace

Time: As soon as possible

Cost: Obtain an estimate from a qualified professional

Experience You Can Trust | Service Beyond The Standard
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SUMMARY ROOFING EXTERIOR STRUCTURE | ELECTRICAL HEATING COOLING INSULATION PLUMBING INTERIOR
SITE INFO SEWER SCOP TANKS REFERENCE

WINDOWS - EXTERIOR VIEW \ Exterior trim

33. Condition: « Caulking loose, missing or deteriorated

Implication(s): Chance of water damage to structure, finishes and contents | Increased heating and cooling costs
Location: Throughout

Task: Improve With proper caulk/sealant

Time: As soon as possible

USTAHBI

=

Caulking loose, missing or deteriorated

WINDOWS - EXTERIOR VIEW \ Window wells
34. Condition: « Wood/soil contact

Windows at or below grade

Implication(s): Rot

Location: Various Basement Windows

Task: Improve

Time: As soon as possible

Cost: Depends on approach
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EXTERIOR Report No. 1027, v.2

Inspection Address, City, NJ  April 13, 2025 https://www.ustahomepro.com

SUMMARY ROOFING EXTERIOR STRUCTURE | ELECTRICAL HEATING COOLING INSULATION PLUMBING INTERIOR

SITE INFO SEWER SCOP TANKS REFERENCE

o
Wood/soil contact

DOORS - EXTERIOR \ Hardware

35. Condition: « Door does not latch closed.
Location: Back Side of Building

Task: Repair or replace

Cost: Up to - $1,000

Door does not latch closed.

PORCHES, DECKS, STAIRS, PATIOS AND BALCONIES \ Rating
36. Condition: « Marginal. Performing some or all of its functions but not as intended and/or its condition is not

appropriate for its age and use. Requires repair or maintenance to become functional or fully functional. Cost estimates
may be required by a qualified specialist and is at the discretion of the client if estimates will be obtained.

PORCHES, DECKS, STAIRS, PATIOS AND BALCONIES \ Columns / Posts

37. Condition: « Soil contact. Improve conditions to prevent water penetration to base of column.
Implication(s): Rust | Weakened Structure

Location: Front Porch

Task: Improve

Time: As soon as practical

Cost: Minor
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EXTERIOR Report No. 1027, v.2

Inspection Address, City, NJ  April 13, 2025 https://www.ustahomepro.com

SUMMARY ROOFING EXTERIOR STRUCTURE = ELECTRICAL HEATING COOLING INSULATION PLUMBING INTERIOR

SITE INFO SEWER SCOP WDI TANKS REFERENCE

GROUNDS \ Vegetation
38. Condition: « Trees or shrubs too close to building

Two tree roots too close to foundation wall

Implication(s): Chance of water damage to structure, finishes and contents | Chance of pests entering building | Material
deterioration

Location: Left Side of Building (when looking at if from the front)

Task: Remove

Time: As soon as possible

Cost: Up to - $1,500

Trees and shrubs
too close to house
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EXTERIOR Report No. 1027, v.2

Inspection Address, City, NJ  April 13, 2025 https://www.ustahomepro.com

SUMMARY ROOFING EXTERIOR STRUCTURE | ELECTRICAL HEATING COOLING INSULATION PLUMBING INTERIOR
SITE INFO SEWER SCOP TANKS REFERENCE

\! T

Trees or shrubs too close to building

39. Condition:  Dead/Rotted wood close to home
Implication(s): Prone to attracting wood destroying insects
Location: Left Side Rear of Building

Task: Remove

Time: As soon as possible

Cost: Minor

GROUNDS \ Patios

40. Condition: « Improper slope or drainage

Implication(s): Chance of water damage to structure, finishes and contents
Location: Back Side of Building

Task: Improve Drainage

Time: As soon as possible

Cost: Depends on approach
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EXTERIOR Report No. 1027, v.2

Inspection Address, City, NJ  April 13, 2025 https://www.ustahomepro.com

SUMMARY ROOFING EXTERIOR STRUCTURE | ELECTRICAL HEATING COOLING INSULATION PLUMBING INTERIOR
SITE INFO SEWER SCOP TANKS REFERENCE

Improper slope or drainage

GROUNDS \ Retaining wall
41. Condition: « Drainage system missing

Has caused large cracks in wall due to heaving.

Implication(s): Weakened structure | Chance of movement

Location: Front Side of Building

Task: Improve

Time: As soon as practical if you want to try to save the wall

Cost: Depends on work needed - Obtain an estimate from a qualified professional

Weep holes in retaining wall

native
soil

draining backfill
(gravel)
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EXTERIOR
Inspection Address, City, NJ  April 13, 2025

MARY ROOFING EXTERIOR STRU RE | ELECTRI

USTAHBI

Drainage system missing

Inspection Methods and Limitatio

Exterior inspected from: « Ground level
Environmental issues are outside the scope of a home inspection: « This includes issues such as asbestos and
mold.
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SUMMARY ROOFING EXTERIOR STRUCTURE | ELECTRICAL HEATING COOLING INSULATION PLUMBING INTERIOR
SITE INFO SEWER SCOP TANKS REFERENCE

Description

Configuration: « Basement

Foundation material: « Brick

Floor construction: « Joists « Masonry columns « Wood beams (girders) « Subfloor - plank
Exterior wall construction: - Wood frame

Roof and ceiling framing: « Not visible

Observations and Recommendations

STRUCTURE \ Rating
42. Condition: « Marginal. Performing some or all of its functions but not as intended and/or its condition is not

appropriate for its age and use. Requires repair or maintenance to become functional or fully functional. Cost estimates
may be required by a qualified specialist and is at the discretion of the client if estimates will be obtained.

FOUNDATIONS \ Columns or piers
43. Condition: « Spalling concrete or brick

Severe
Implication(s): Weakened structure | Chance of structural movement
Location: Basement

Task: Repair or replace

Time: Prior to inspection objection deadline

Cost: Obtain an estimate from a qualified professional

bl
ok "
y d o
USTAHB) b
L AT

Spalling concrete or brick

e

Spalling concrete or brick
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SUMMARY ROOFING EXTERIOR STRUCTURE I HEATING COOLING INSULATION PLUMBING INTERIOR
SITE INFO SEWER SCOP TANKS REFERENCE

Service entrance cable and location: « Overhead

Service size:

» 150 Amps (240 Volts)

150 Amps (240 Volts)

Main disconnect/service box type and location:
» Breakers - basement

USTAHBI

Breakers - basement

System grounding material and type:  Copper - water pipe

Auxiliary panel (subpanel) type and location:
« Breakers - basement
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I I I I £y HEATING I I I I

Description

Heating system type: « Steam boiler

Fuel/energy source: « Gas

Heat distribution: - Radiators

Exhaust venting method: - Natural draft

Combustion air source: -« Interior of building
Approximate age: <5 years

Typical life expectancy: « Boiler (cast-iron) 20 to 35 years
Main fuel shut off at: « On gas pipe for unit
Chimney/vent: « Masonry « Metal

Chimney liner: « Not visible

Location of the thermostat for the heating system: « Hallway « First Floor

Observations and Recommendations

STEAM BOILER \ Rating
60. Condition: « Lacks maintenance. Functional, but is in need of normal maintenance and upkeep.

STEAM BOILER\ Gas burners

61. Condition: « Poor flame color or pattern. An orange flame in a gas furnace indicates incomplete combustion,
potentially leading to carbon monoxide production and other safety issues.

Implication(s): Equipment not operating properly | Hazardous combustion products entering home

Location: Basement

Task: Correct

Time: As soon as possible

Cost: Minor

USTAHBI

Poor flame color or pattern

STEAM BOILER\ Distribution pipes and radiators
62. Condition: « Leak
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SUMMARY ROOFING EXTERIOR STRUCTURE | ELECTRICAL HEATING COOLING INSULATION PLUMBING INTERIOR
SITE INFO SEWER SCOP TANKS REFERENCE

Description

Air conditioning type: « Central

Compressor type: « Electric

Compressor approximate age: « 4 years

Air filter: » Disposable

Location of the thermostat for the cooling system: « Hallway  Bedroom

Condensate system:
« Discharges into utility sink

USTAHBI

Discharges into utility sink

Observations and Recommendations

AIR CONDITIONING \ Rating
72. Condition: « Not tested

AIR CONDITIONING \ Compressor

73. Condition: « Missing electrical shutoff
Missing cover

Implication(s): Difficult to service

Location: Right Side of Building Exterior
Task: Repair or replace

Time: As soon as possible

Cost: $75 - $150/hr for a qualified electrician
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SUMMARY ROOFING EXTERIOR STRUCTURE | ELECTRICAL HEATING COOLING INSULATION PLUMBING INTERIOR
SITE INFO SEWER SCOP TANKS REFERENCE

Description

Attic/roof insulation material:
« Not visible

USTAHBI

Not visible

Attic/roof ventilation: - Soffit vent
Wall insulation material: « Not visible
Floor above basement/crawlspace insulation material: « None found

Mechanical ventilation system for building: - None

Observations and Recommendations

INSULATION \ Rating
75. Condition: « No insulation recommendations are offered as a result of this inspection.

Inspection Methods and Limitations

Inspection limited/prevented by lack of access to: « Roof space
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Report No. 1027, v.2

PLUMBING

Inspection Address, City, NJ

SUMMARY ROOFING EXTERIOR STRUCTURE | ELECTRICAL HEATING COOLING INSULATION PLUMBING INTERIOR
SITE INFO SEWER SCOP TANKS REFERENCE

Description

Apl’il 13. 2025 https://www.ustahomepro.com

Water supply source (based on observed evidence): « Public
Service piping into building: - Copper
Supply piping in building: « Copper

Main water shut off valve at the:
« Basement

USTAHBI

Main water shutoff

Water flow and pressure: « Functional

Water heater type: « Tank

Water heater location: « Basement

Water heater fuel/energy source: « Gas

Water heater exhaust venting method: « Natural draft

Water heater tank capacity: « 40 gallons

Water heater approximate age: «5 years

Water heater typical life expectancy: « 8 to 12 years

Waste disposal system: « Public

Waste and vent piping in building: « PVC plastic « Copper « Cast iron

Sewer cleanout location:
« Basement
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INTERIOR Report No. 1027, v.2
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SUMMARY ROOFING EXTERIOR STRUCTURE | ELECTRICAL HEATING COOLING INSULATION PLUMBING INTERIOR
SITE INFO SEWER SCOP TANKS REFERENCE

Description

Major floor finishes: « Carpet « Hardwood « Laminate « Tile

Major wall and ceiling finishes: « Plaster/drywall

Major wall and ceiling finishes: « Wallpaper

Windows: - Fixed - Single/double hung « Casement « Wood « Vinyl
Range fuel: « Electricity

Kitchen ventilation: « None

Bathroom ventilation: « Window

Observations and Recommendations

CEILINGS AND WALLS \ Rating
85. Condition: « Defective. Not performing its function or its condition, is not appropriate for its age or use and will require

repairs or replacement.

CEILINGS\\.

86. Condition: « Water damage

Major water damage in nearly every room. Likely related to plumbing and roofing issues.
Implication(s): Chance of movement | Rot | Leakage

Location: Throughout First Floor Second Floor Third Floor

Task: Repair or replace

Time: When remodelling

Cost: Obtain an estimate from a qualified professional
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SUMMARY ROOFING EXTERIOR STRUCTURE | ELECTRICAL HEATING COOLING INSULATION PLUMBING INTERIOR
SITE INFO SEWER SCOP TANKS REFERENCE

Description

Weather: « Clear

Approximate temperature: « 54°
Attendees: « Buyer

Access to home provided by: « Buyer

Occupancy: » The home was occupied at the time of the inspection. « The home was furnished at the time of the
inspection.

Utilities: « All utilities were on at the time of the inspection.
Approximate inspection Start time: « The inspection started at 1:00 p.m.
Approximate inspection End time: « The inspection ended at 3:30 p.m.
Approximate age of home: « 120 to 130 years

Building type: « Detached home

Number of stories: « 3

Number of bathrooms: - 4

Number of kitchens: « 2

Below grade area: - Basement

Garage, carport and outbuildings: « None

Area: - City

Street type: « Residential / Commercial

Street surface: « Paved
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SEWER SCOPE Report No. 1027, v.2
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SUMMARY ROOFING EXTERIOR STRUCTURE = ELECTRICAL HEATING COOLING INSULATION PLUMBING INTERIOR

SITE INFO SEWER SCOP WDI TANKS REFERENCE

Observations and Recommendations

WASTE PLUMBING \ Drain piping
97. Condition: « Cap(s) missing at clean-outs.

Implication(s): Sewer gases entering the building | Health Hazard
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Report No. 1027, v.2
WDI P
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SUMMARY ROOFING EXTERIOR STRUCTURE = ELECTRICAL

HEATING COOLING INSULATION PLUMBING INTERIOR

SITE INFO SEWER SCOP WDI TANKS REFERENCE

Section 2. Inspection Findings: « A. No visible evidence of wood destroying insects was observed.
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TANKS Report No. 1027, v.2
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SUMMARY ROOFING EXTERIOR STRUCTURE | ELECTRICAL HEATING COOLING INSULATION PLUMBING INTERIOR
SITE INFO SEWER SCOP I REFERENCE

RECOMMENDATIONS \ General

98. Condition: « There appears to be an underground oil tank on the property. Enough evidence to point to the fact that
either the tank was abandoned in place or is still in commission. The best thing to do is an OPRA request to check with
municipal records if a tank was ever approved for "abandon in place". If no records then tank is still in commission and
should be removed prior to closing on the property.

UNDERGROUND STORAGE TANK \ Evidence

99. Condition: e Fill pipe observed

Oil filter observed

Implication(s): Possible presence of underground fuel storage tank
Location: Basement

Buried oil storage tank

clues that the oil tank is buried outside:
vent—-a

- you can't find one inside! pipe wall framing

- pipe with ail filter and/or shut off valve
emerging from foundation wall

- filler pipe and/or vent pipe is not right
next cﬂha wa':II as 9

il : 9_ basement

note:
in some communities, oil pipelines
pump oil directly to the house.
from the inside, the clues may

indicate an outside buried tank - but
no filler or vent pipes will be visible

— shut off
5 valve

Y |

e/~ oil filter

_a. .,..,
.9 foundation wall 5. & .0 . ¢

o —,

USTAHBI TR Tl = USTAHBI

Fill pipe observed Fill pipe observed

Experience You Can Trust | Service Beyond The Standard Page 80 of 83



https://www.ustahomepro.com

REFERENCE LIBRARY Report No. 1027, v.2

Inspection Address, City, NJ  April 13, 2025 https://www.ustahomepro.com

SUMMARY

ROOFING EXTERIOR STRUCTURE = ELECTRICAL HEATING COOLING INSULATION PLUMBING INTERIOR

SITE INFO SEWER SCOP WDI TANKS REFERENCE

The links below connect you to a series of documents that will help you understand your home and how it works. These
are in addition to links attached to specific items in the report.

Click on any link to read about that system.
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Household Pests

Termites and Carpenter Ants
HOME SET-UP AND MAINTENAI
MORE ABOUT HOME INS
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